
WELL 9309U 
Wireless Barcode Scanner

The communication distance on open places is up to 300m

Antiknock design: withstand 1.5M drops

Supporting the USB dongle

PERFORMANCE PARAMETER   

Model Number

Light Source

Sean Pattern

Working Frequency

Communication distance

Sean Precisión

Sean Rate

Sean Width

Sean Depth of field

Depth of Sean Field

Sean Angle

Communication Distance

Print Contrast

Size

Charge Mode

Weight

Material

Voltage

Operating Current

Battery Capacity

Láser Class

EMC

9309 U

Visible Láser Diode 650m

Single Sean & Manual

433 MHz ISM frequency

Up to 300m at open places

3mil(pcs0.9

300 times/scend

30mm@scan window,220mm@200mm

Manual

0-280mm(0.33mm pcs0.9)

30° &65° & 55°

300m

20% UPC/EAN 100%

L x W x H:170mm x 71 mm x 98mm

Wired charging

180g

ABS+PC

750 mAh/DC 5V

110mA/35mA

2000mAh

Meet the Grade I National Criteria for Láser Safety

CE & FCC DOC compliance

Para más información visite
www.barpos.cl



Decoding Capability

Humidity

Shock

Decoding Capability

all 1D barcode including GS1

5% to 95% relative humidity

1,5M drops

Industoal 2 of 5,Standard 25. Matrix 25. China post 25. Code 11,

Codabar, MSI/plessey. UK/plessey. Code39(Standard 39 & Full ASCII

Code 39), Code 32. Code 93. Code128. UPCA.UPCE.EANIS.EANS,

UPC/EAN add-on 2/5, ISBN.ISSN, GS1(RSS) RSS-14,LIMITED,

EXPENDED, Inelude GS1 STACK

Para más información visite
www.barpos.cl

BENEFICIOS DE NUESTROS PRODUCTOS


